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T
his m

anual is intended as a guide for trained and certified D
ive R

ite regulator technicians. P
ossession of this guide does not qualify any 

individual to service D
ive R

ite regulator breathing system
s. Im

proper servicing can lead to serious injury or death. O
nly original D

ive R
ite 

parts are to be used in the servicing of D
ive R

ite regulators. A
ny individual w

ho services a D
ive R

ite regulator w
ithout being a

certified D
ive 

R
ite technician and is not currently em

ployed by an A
ctive D

ive R
ite D

ealership does so at his ow
n risk. W

arranty is void for a
ny regulator 

that is serviced by an unqualified individual.
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T
his m

anual is intended as a guide for trained and 
certified D

ive R
ite regulator technicians. P

ossession of 
this guide does not qualify any individual to service D

ive 
R

ite regulator breathing system
s. Im

proper servicing can 
lead to serious injury or death. O

nly original D
ive R

ite 
parts are to be used in the servicing of D

ive R
ite 

regulators. A
ny individual w

ho services a D
ive R

ite 
regulator w

ithout being a certified D
ive R

ite technician 
and is not currently em

ployed by an A
ctive D

ive R
ite 

D
ealership does so at his ow

n risk. W
arranty is void for 

any regulator that is serviced by an unqualified 
individual.
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1)
R

em
ove the LP

 hose using an 
11/16 inch w

rench, a second 
w

rench m
ay be necessary to 

hold the second stage 
stationary.

2) R
em

ove the tw
o “O

”
rings

from
 the LP

 hose.
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3) A
fter cutting the cable tie, rem

ove the 
m

outhpiece.
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4) U
nscrew

 the locking ring
and rem

ove the cover and diaphragm
.
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5) R
em

ove the lever arm
.

6) Loosen the inlet screw
w

ith an 11/16 inch w
rench.
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7 ) R
em

ove the inlet screw
.

T
ake note of the distance the 

orifice extends from
 the 

inlet nipple.



11

8) U
se a flat tipped screw

driver to 
unscrew

 the orifice R
G

1412.

9) It w
ill be necessary to push the 

orifice out of the inlet screw
.
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10) R
em

ove the inlet nipple R
G

1407
and spring.

N
ote that the spring is tapered.
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11) R
em

ove the decal on the 
adjustm

ent knob.

12) U
se a flat tipped screw

driver to loosen 
the locking screw

.
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13) U
se needle nose pliers

to loosen the adjustm
ent tube cap.
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14) R
em

ove the “O
”

rings R
G

1416, R
G

1404 and teflon
w

asher R
G

1415 
from

 the adjustm
ent tube cap and adjustm

ent screw
.

15) T
he adjustm

ent cham
ber is reverse threaded; disassem

ble for 
cleaning.
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16) R
em

ove the venturi.

17) R
em

ove “O
”

ring R
G

1428S
L.


