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18) R
em

ove the adjustm
ent tube.

N
ote the orientation of the 

opening. It faces the deflector in front of the
m

outhpiece opening.
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19) R
em

ove the exhaust tee.

Inspect the exhaust diaphragm
replace if necessary R

G
1251 (not included in 

parts kit).
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W
arning!!! O

nly original D
ive R

ite parts are to be 
used!

•
A

ll parts that are rem
oved from

 the 
serviced regulator are to be returned to 
D

ive R
ite under w

arranty guidelines.
•

R
em

aining parts should be cleaned in a 
solution com

patible w
ith N

itrox use.
•

A
ll points of lubrication should use a N

itrox 
com

patible lubricant.
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A
ssem

bling the R
G

3000-2
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1)
Install the exhaust diaphragm

.
2)

Install the exhaust tee.
It w

ill be necessary to soak the tee in 
hot w

ater to m
ake it m

ore pliable, be sure
the tee seats under the body edge.
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3) R
eplace “O

”
ring R

G
1404.

4) Install the adjustm
ent tube into the 

body, the opening on the tube M
U

S
T

face
the deflector.

tube opening                deflector
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5) R
eplace “O

”
ring R

G
1428 S

L
on the venturi.

6) Install into the body; ensure that
the lever arm

 on the venturiis 
facing the back of the 
body.



24

7) A
ssem

ble the balance cham
ber

rem
em

ber that it is reverse threaded.

8) R
eplace the “O

”
ring R

G
1416

and teflon
w

asher R
G

1415 on the 
adjustm

ent screw
.

9) Install the “O
”

ring R
G

1404 on the
adjustm

ent tube cap.
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10) Install the balance cham
ber into 

adjustm
ent tube cap.

11) Install this assem
bly into the venturi

and adjustm
ent tube.
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12) T
ighten the adjustm

ent tube cap w
ith needle nose pliers.
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13) Install the adjustm
ent knob

and lock dow
n screw

.

14) S
ecure w

ith a flat head screw
driver.
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15) Install the orifice R
G

1412 into
the inlet screw

, screw
 the orifice

dow
n until the conical edge

just m
eets the edge of the inlet

screw
.
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16) Install the spring onto the inlet nipple.

N
ote that the spring is tapered and the sm

aller end seats against
the collar of the inlet nipple.
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17) Install the spring/inlet nipple assem
bly

into the adjustm
ent tube.

18) Install orifice/inlet screw
.
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19) T
ighten the inlet nipple w

ith
an 11/16 inch w

rench.

20) Install the lever arm
.
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21) Install the diaphragm
, cover, and locking ring.

T
he R

G
3000-2 is now

 assem
bled and ready for tuning.
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