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T
his m

anual is intended as a guide for trained and certified D
ive R

ite regulator technicians. P
ossession of this guide does not qualify 

any individual to service D
ive R

ite regulator breathing system
s.Im

proper servicing can lead to serious injury or death. O
nly original D

ive 
R

ite parts are to be used in the servicing of D
ive R

ite regulators. A
ny individual w

ho services a D
ive R

ite regulator w
ithout being a 

certified D
ive R

ite technician and is not currently em
ployed by an A

ctive D
ive R

ite D
ealership does so at his ow

n risk. W
arranty

is void 
for any regulator that is serviced by an unqualified individual.
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W
arning

T
his m

anual is intended as a guide for trained and 
certified D

ive R
ite regulator technicians. P

ossession of 
this guide does not qualify any individual to service D

ive 
R

ite regulator breathing system
s. Im

proper servicing can 
lead to serious injury or death. O

nly original D
ive R

ite 
parts are to be used in the servicing of D

ive R
ite 

regulators. A
ny individual w

ho services a D
ive R

ite 
regulator w

ithout being a certified D
ive R

ite technician and 
is not currently em

ployed by an A
ctive D

ive R
ite 

D
ealership does so at his ow

n risk. W
arranty is void for 

any regulator that is serviced by an unqualified individual.
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tage
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tage
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N
ote the location of plugs and 

hoses.
R

em
ove all low

 pressure hoses.
R

em
ove high pressure hoses and 

rem
aining port plugs.
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1)
R

em
ove the LP

 hose using
17 m

m
 and 14 m

m
 w

renches

2) R
em

ove the m
outhpiece
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3) R
em

ove the locking ring, W
asher, C

over and D
iaphragm
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4) U
sing a 17m

m
 w

rench loosen the
Locking N

ut

5) R
em

ove the Locking N
ut, S

pacing
C

ollar and “O
”

ring
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6) R
em

ove the entire Lever arm
/

P
oppet assem

bly by first pressing
the lever arm

 dow
n and pushing

the assem
bly out through the 

A
djustm

ent side.
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T
ake note of the opening on the assem

bly in relation to the lever arm
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8) R
em

ove the end cap from
 the adjustm

ent knob w
ith a sm

all screw
driver

9) U
sing a P

hillips head screw
driver rem

ove the locking screw
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10) U
sing a 16 m

m
 and 17m

m
set of w

renches loosen the A
djustm

ent
H

ousing.

11) R
em

ove the D
eflector
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12) R
em

ove the balance cham
ber

A
djuster using 7m

m
 socket or nut 

driver

N
ote: it is not necessary to use the 

R
atchet

B
alance cham

ber
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13) R
em

ove the “O
”

ring from
T

he deflector

14) R
em

ove the “O
”

rings from
 the

A
djustm

ent housing
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15) R
em

ove the P
oppet

A
ssem

bly,  S
pring and

B
alance cham

ber

16) R
em

ove the lever arm
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17) Insert a 5m
m

m
 w

rench and 
U

nscrew
 the valve seat inside the

P
oppet cham

ber

18) A
fter loosening the valve seat

It w
ill be necessary to push the seat 

O
ut w

ith the tip of a pencil
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19) R
em

ove “O
”

ring

20)R
em

ove E
xhaust T

ee
B

y gently pulling

21) Inspect E
xhaust valve
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W
arning!!! O

nly original D
ive R

ite parts are to be used

A
ll  parts that are rem

oved from
 the 

serviced regulator and replaced by those 
in the parts kits are to be returned to D

ive 
R

ite.
R

em
aining parts should be cleaned in a 

solution com
patible w

ith N
itrox use.

A
ll points of lubrication should use a 

N
itrox com

patible lubricant.

T
his com

pletes disassem
bly of the hurricane second stage
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A
ssem

bling the D
ive R

ite H
urricane S

econd S
tage

1) B
egin by installing exhaust valve
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2) Install the exhaust tee, insuring that
T

he tee edge is under the rim

R
im

P
roperly installed
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3) Install lever arm
 take note of  the orientation to the opening 

on the tube
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4) Lubricate and install the
“O

”
ring on the valve seat

5) S
crew

 the seat dow
n a few

 
turns w

ith the 5m
m

 A
llen K

ey 
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6) Lubricate and install the “O
”

rings
O

n the adjustm
ent housing

and deflector 

D
eflector

A
djustm

ent H
ousing
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7) Install the B
alance C

ham
ber

A
djuster w

ith the 7 m
m

 socket or 
N

ut driver

8) Install the P
oppet A

ssem
bly, S

pring and B
alance cham

ber into
the tube. B

e sure to orientate the poppet w
ith the lever arm

. 
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9) Install the deflector onto
the balance cham

ber tube
and tighten w

ith a set of 
14m

m
 and 17m

m
 w

renches
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10) Install the A
djustm

ent knob
A

nd secure w
ith lockdow

n screw
U

sing a P
hilips H

ead screw
driver
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11) Insert the entire assem
bly

Into the housing after com
pressing

T
he lever arm
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12) Install the “O
”

ring, S
pacing ring

and the Locking N
ut.

13) T
ighten w

ith a 17m
m

 w
rench

N
ote; O

ver tightening can com
press

T
he housing preventing proper alignm

ent
O

f the follow
ing parts
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14) Install the D
iaphragm

, C
over,

W
asher and Locking ring


