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15) Install the m
outhpiece

T
his com

pletes assem
bly of the H

urricane S
econd stage



30

1)
R

em
ove the plastic cap from

 the first stage. It w
ill be necessary 

to use a flat tip screw
driver to release the catches under the cap

D
isassem

bling the H
urricane F

irst S
tage
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2) S
teady the first stage by 

securing it in a vise.

3) U
se a S

panner w
rench

to loosen the Interm
ediate

H
ousing.

N
ote; U

se a steady even
P

ressure w
hen loosening

T
he cap
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4) R
em

ove the C
ap, A

djusting screw
. P

ush pad, and S
pring

C
ap   A

djusting S
crew

    P
ush pad   S

pring
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5) R
em

ove the T
hrust W

asher
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6) R
em

ove the D
iaphragm

.

T
o due so, use an aw

l to puncture
the diaphragm

 and rem
ove it. P

uncture
the diaphragm

 betw
een the m

iddle 
and the edge

W
arning; If you pry along the edge

Y
ou W

ILL dam
age the sealing surface.
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7) R
em

ove the push pin assem
bly
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T
urn the first stage over so the H

igh P
ressure side is facing up

8) U
se a flat tip screw

driver and carefully
pry the plastic ring out of the housing
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9) U
se a 17m

m
 socket to loosen the H

igh pressure A
ssem

bly
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8) R
em

ove the H
igh P

ressure 
A

ssem
bly, separate the H

igh
P

ressure seat, S
pring and

M
odule
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9) R
em

ove the T
w

o “O
”

rings
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10) R
em

ove the D
IN

 lockdow
n screw

U
sing a 6 m

m
 A

llen K
ey rem

ove
the D

in S
crew

, “o”
ring and F

ilter
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11) R
em

ove the tw
o “O

”
rings

F
rom

 the D
IN

 lockdow
n screw
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12) U
sing a 22m

m
 socket loosen 

A
nd rem

ove the D
IN

 connector



43

13) R
em

ove the D
in C

onnector, “O
”

ring and S
addle.

T
his com

pletes disassem
bly of the H

urricane F
irst S

tage
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A
ll  parts that are rem

oved from
 the 

serviced regulator and replaced by 
those in the parts kits are to be 
returned to D

ive R
ite.

R
em

aining parts should be cleaned 
in a solution com

patible w
ith N

itrox 
use.
A

ll points of lubrication should use a 
N

itrox com
patible lubricant.

W
arning!!! O

nly original D
ive R

ite parts are to be 
used
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A
ssem

bling the H
urricane F

irst S
tage

1)
Lubricate the “O

”
ring and install it on the

end of the  D
in C

onnector, then place the saddle
P

oints up
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2) Install the D
in C

onnector into the 
F

irst stage body.

3) T
ighten w

ith a 22m
m

 socket w
rench
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4) Insert the filter into 
the D

IN
 connector

5) Install the spacing “O
”

R
ing, it is not necessary to 

lubricate this “O
”

ring
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6) Lubricate and install
T

he “O
”

rings onto the D
IN

Lockdow
n S

crew
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7) Install the D
IN

 screw
 and D

IN
Lockdow

n S
crew

 and tighten 
W

ith 6 m
m

 A
llen K

ey

8) P
lace the first stage in the 

V
ise w

ith the H
igh P

ressure side
F

acing up
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9) Lubricate and install the “O
”

rings
Into the H

igh P
ressure M

odule

10) Install the H
igh P

ressure S
eat

A
nd S

pring into the H
igh pressure 

M
odule
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11) Install the H
P

 assem
bly

into the F
irst stage and tighten

w
ith a 17 m

m
 socket w

rench
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12) Install the plastic ring by 
P

ushing dow
n 



53

T
urn the first stage over so the LP

 
side is facing up and secure in the 
vise
14) Insert the push rod assem

bly 
into the first stage.
P

ress dow
n on the push plate and 

release a few
 tim

es. T
his w

ill help 
“seat”

the new
 H

P
 seat
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15) Install the new
 diaphragm

be sure that the diaphragm
 is

under the threads.
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16) Install the thrust w
asher

17) Install the S
pring pad
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18) Insert the spring into the cap

19) Install the Interm
ediate adjusting

screw
 into the Interm

ediate housing

20) Install the housing into the first stage
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21) T
ighten the housing w

ith a S
panner W

rench  22) P
ress plastic

cap onto housing

T
his com

pletes assem
bly of the H

urricane F
irst S

tage


